
2D Debus & Diebold Meßsysteme GmbH, Alte Karlsruher Str. 8, D-76227 Karlsruhe
Tel.: +49(0)721 94485-0   Fax.: +49(0)721 94485-29

The specifications on this document are subject to change at 2D decision. 2D assumes no
responsibility for any claims or damages arising out of the use of this document, or from the use of
modules based on this document, including but not limited to claims or damages based on
infringement of patents, copyrights or other intellectual property rights.

2D Debus & Diebold Meßsysteme GmbH
http://www.2D-datarecording.com
http://www.2D-Kit-System.com
mail@2D-datarecording.com

09.09.2008 / MF Accessories

AC-TMS_LDL_Watch_x-000                                       Display unit TMS bike & car

Function
 Display of front-/ rear tyre pressure and

temperature without manual action on valve
possible with RF transmission (=434 MHz)

 Pressure and temperature in the same display
fixed (e.g. in the mechanic wrist) with switchable
display unit (bar/psi or °C/°F)

Features
 Check spare wheels pressure in paddock & just

before a race (=last minute control)
 Simple operation
 Alert mode by LED, adjustable thresholds on

Temperature & Pressure
 Back light setting
 45 x 35mm LCD screen
 Use tyre sensor SA-TMS_LDL_B-000 (for bike)

or tyre sensor SA-TMS_LDL_C-000 (for car)

 ON/OFF
 Menu back light            Visual alert          Unit bar or °C
                                                                  (switchable)

Pressure value for front and rear tyre        Value change
                                                                  (alert thresholds)
                                                        

Technical specifications

Electrical characteristics Mechanical Characteristics

Display technology.................. LCD Weight..................................... < 85 g

Pressure accuracy.................. ±13.7 mbar Dimensions............................. 70 x 45 x 25 mm

Temperature accuracy............ ±2 °C Housing material..................... PVC

RF (Radio Frequency) Vibration resistance
frequency....................... 433.92 MHz

Shock...................................... 40 G
emission category.......... CEE ................................................ 10 ms

Vibration tested at................... 12 G
receive rate.................... 10 kbits/s ................................................ 1000 Hz

Environmental data

Ambient operating range........ 0 to +75 °C
Humidity.................................. 5 - 95 %
Sealing class........................... IP 66

Ordering information
Art.No.:
Display unit TMS bike.. AC-TMS_LDL_Watch_B-000
Display unit TMS car... AC-TMS LDL Watch C-000

RF transmission RF transmitter

Back light


